REVISIONS

DESCRIPTIONS BY

DATE

APPROVED

(50.8mm)
2" MAX. PIPE INTO
MANHOLE _—l

SLOPE SHELMVES
TO DRAIN

SEE DETAILS FOR COVER
SEE DETALS FOR CO\ PLAN VIEW
PER STD. DWG. F-4
(457.2mm) ﬁ_— A.C. PAVEMENT
< I CONCRETE COLLAR-CLASS "A” 6 SACK
|< 3000 PSI
> 3" OR 6" RISER RING
z 24" PRECAST CONCRETE TYPICAL)
.| £ GERTT ANFOLE WALLS AL B
3|S - PRECAST TYPE CONFORMING TO
~ i ASTM STANDARD C478-61T
L FOR CLASS 2 REINFORCED
~ & CONCRETE PIPE.
\_,_/ JOINTS TO BE SET IN A WATERTIGHT
SEALANT, GROUTED INSIDE AND OUT-
SIDE, APPROVED BY THE -CITY ENGINEER
4" (101.6mm) 4"
” & NOTES:
w 1. MANHOLES SHALL BE WATERTIGHT
z
> 2. BROKEN OR CHIPPED RINGS AND
(1.2m) CONES SHALL NOT BE USED,
pri EXCEPT BY PRIOR APPROVAL
(76.2mm)): FROM THE CITY ENGINEER.
3 o 1" MIN. (25.4mm) "
MIN.] [ (25.4mm). écRoUT 3. FOR SEWER MAINS 12" DIAMETER
) AND LARGER, MANHOLE MUST BE
(101.6mm)FAL — WATERPROOF LINED WTH "SANCON® OR APPROVED
=79 RING SEAL
. = EQUAL.
& 4. PRECAST REINFORCED MANHOLE
S BASES WTH INFLOW AND OUT-
oS CLASS A 6—SACK, FLOW COUPLINGS SHALL BE CAST
3000 PsI IN AT ENGINEERED INVERT, ANGLE
(203.2mm) N No. 4 REBAR AT  AND SLOPE ELEVATIONS AT A
12" 0.C. (304.8mm) 0.1’ MIN. GRADIENT.
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